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D
Thermal pad x4

���(1mm) x4

E
Scraper x1

�� x1
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Screw M2.5x( 10) x6

��(M2.5x10mm)  x6
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Note

1. Kee and store the product away from the reach of children.

2. Check the condition and component list of the product,If there is any problem,

contact shop where you purchased to get a  replacement or refund.

3. This product must be installed by qualified technicians.Incorrect installation may

cause damage to the equipment.Icemancooler does not assume any responsibility

for improper use and installation.

4. Breaking the warranty seal on the product will result in loss of warranty.

5. Product warranty period is one years.

6. This guide is subject to change without notice,Please browse our website for updates.

Screw M2.5x6( ) x4

��(M2.5x6mm)  x4

Model : ICE-VG509-GA

P/N    : IWB-VN-GA509-SV

GIGABYTE 지포스 RTX 5090 GAMING OC D7 32GB
GIGABYTE 지포스 RTX 5090 WINDFORCE OC D7 32GB
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Water block x1

��� x1

B
Backplate  x1
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PCI Bracket  x1
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Screw M3x6( ) x2
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Thermal Grease x1
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STEP 2:

Clean the GPU surface and
apply thermal grease.
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4、����(Installing The Backplate)

2 (、���� Installing The VGA Card)

(����)

1、12���(Installing The Thremal pad)

3 PCI、�� ��(Installing The PCI bracket)
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Apply thermal pad to the
indicated position.

B.

1. 기본 공랭 쿨러에서 제공되는 X브라켓의 나사(사전 설치됨)를 제일 먼저 번호로 표시된 순서대로 체결하십시오.

STEP 3:

2. X 브라켓을 완벽히 워터블럭에 장착한 후 "G" 표기된 나사를 워터블럭에 체결합니다.
※고정 나사 체결 순서에 맞지 않게 체결되는 경우, X 브라켓 장력이 올바르게 설정될 수 없습니다.

STEP 1:
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STEP 4:

Install the backplane to the back of the graphics card
and tighten the 6 screws.
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Tighten the two screws of the PCI bracket
"X"로 표기된 나사는 기본 공랭 쿨러에 사용된 PCI 브라켓 고정 나사 4개를 사용하십시오.

G

G

G

G

G

G※ X 브라켓은 워터블럭 구성품으로 제공되지 않습니다.
X 브라켓은 공랭 쿨러에 기본 사용된 X 브라켓을 워터블럭에 사용합니다.
X 브라켓 고정 나사는 클립으로 사전 고정되어 있습니다.
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The water block does not include the .
Please use the screws on the original air-cooled radiator!

video outlet screws
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